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PCB LAYOUT C(LEFT TYPED

SPECIFICATIONS:

Voltage rating: 60V DC/AC(rms)
Current Rating: 0.5 AMP

Contact Resistance: 30mQ Max
Insulation Resistance: 500MQ Min
Withstand Voltage: 200V AC/minute

Operation Temperature: -20°C to +85°C
Single Contact

MATERIALS:

Contact Material: Phosphor Bronze

Solder Tab: Stainless Steel

{_ /q Contact Plating: Tin over 50u" Ni
YAy Housing: LCP(UL94V-0)

/ Solider: LCP(UL94V-0)

Ordering Code

g_m_ﬁ ® @ 0

FPC L 1

@6 6 @© 6
XX 1 M V R

(1) Series No.: FPC

@ L=Locking Type;
N=Non-locking.

®) Pith:
0=0.50mm
1=1.00mm

(4 Number of Contacts:
04 Pin~60 Pin

(5 Plating Code:
1=Tin over Nickel

(6) Tial & Mounting Style:
S=Stringht DIP Type
R=Right Angle Type

M=SMT Type
@ Connection Style:

D=Downside contact

U=Upside contact
V=Vertical contact

@ Suffix No.:
L=left Type
R=Right Type

Units _33 _mom_m_ 4:1

Tolerance Unless
Otherwise Specified
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